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Abstract: Rigid polyurethane foams (PUF)s were synthesized with environmentally friendly blowing agents such

as a cyclopentane/distilled water (10.0/1.0, pphp) mixture and distilled water only for four different silicone surfac-

tants having different silicone/polyether ratios. An attempt was made to reduce the thermal conductivities of the

PUF samples by varying the concentration and the silicone/polyether ratio of the various silicone surfactants. The

scanning electron microscopy (SEM) results indicated an optimum concentration of the silicone surfactant of about

1.5 to 2.5 phpp for various surfactants to reduce the cell size and lower the thermal conductivity. The silicone sur-

factant having a higher silicone/polymer ratio showed a smaller cell size and, therefore, demonstrated the lower

thermal conductivity of the PUF samples. From the relation between the thermal conductivity and the cell size of

the PUF samples, the smaller cell size improved the thermal insulation property of the rigid PUF for both the PUF

samples blown by the cyclopentane/distilled water (10.0/1.0, pphp) mixture and distilled water only. If the blowing

agent is fixed, then the cell size is an important factor to decrease the thermal conductivity of the PUF samples.

These results indicated that rigid PUF samples having lower thermal conductivity can be obtained by choosing a

silicone surfactant containing a higher silicone/polyether ratio, as well as an optimum content of the surfactant.
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Introduction

Rigid polyurethane foam (PUF) has been used as a ther-

mal insulation material due to its superior thermal insulation

property which is basically influenced by thermal conduc-

tivity of the material.1-19 Thermal insulation property is

mainly determined by the types of blowing agent added in

the system. Trichlorofluoromethane (CFC) and HCFC-141b

have offered the rigid PUF a good thermal insulation as

blowing agents.20 However, halogenated compounds such

as CFC and HCHF-141b were designated as environmen-

tally regulatory materials since they were known to destroy

ozone layer.20-23 Therefore, it has become necessary to find

blowing agents to replace CFC and many researches have

been done to develop environmentally friendly blowing

agents such as cyclopentane and water. Unfortunately, rigid

PUFs produced with environmentally friendly blowing agent

show poorer thermal insulation property than the PUF with

CFC. Therefore, it is believed that researches have to be

conducted to improve thermal insulation property of rigid

PUF by environmentally friendly blowing agent.22-27

Recently, Cao et al.,28 Widya and Macosko,29 Seo et al.,26

and Kim et al.27 have shown that organoclay particles played

an important role to create small and uniform cells in the

rigid PUF. The results also suggested that good thermal

insulation property was obtained due to the thermal barrier

effect of clays in the rigid PUF. Even though the clay shows

a good possibility to improve thermal insulation of PUF, the

use of clay may be complicate because of the precipitation

of the clay in the mixture of raw materials when the clay is

stored in the storage tank for long time. 

Another candidate for improvement of thermal insulation

without complicating the process can be surfactants. Surfac-

tants are essential ingredients to control the cell size of PUF.
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They stabilize the gas bubbles formed during nucleation and

inhibit the coalescence. One of typical surfactants is silicone

surfactant which is a grafted copolymer of polysiloxane

backbone with polyether side chain. Silicone surfactants can

prevent coalescence of the cells due to their ability to lower

surface tension. 

Zhang et al.30 have studied that the increase of silicone/

polyether ratio in the silicone surfactant may result in

lowering the surface tension of the foaming system and this

leads to a decrease in bubble size. Grimminger and Muha31

have studied the effects of various silicone surfactants on

the closed cell content, and they have shown that about 93.3

to 96.7% of closed cell was observed for the rigid PUF. 

In this study, investigations were conducted to evaluate the

effect of surfactants on the cell size and thermal conductivity

of the rigid PUF. In the preparation of rigid PUFs using

environmentally friendly blowing agents, an attempt to evaluate

the relation among the cell size, thermal conductivity and

the silicone/polyether ratio of the various silicone surfactants is

the uniqueness in this study. Rigid polyurethane foams were

prepared from polyether polyols, polymeric 4,4-diphenyl-

methane diisocyanate (PMDI) and environmentally friendly

blowing agents such as distilled water and cyclopentane. By

varying the amount and chemical structures of silicone sur-

factants, we obtained rigid polyurethane foam samples with

various cellular structures and thermal properties. The cellu-

lar structure and thermal property were studied with a scan-

ning electron microscopy (SEM), thermal conductivity analyzer,

respectively. Structure of the surfactant was also investigated

using FTIR and NMR spectroscopy.

Experimental

Materials. The materials used in this study were obtained

from commercial sources. Polymeric 4,4'-diphenylmethane

diisocyanate (PMDI) was supplied from BASF Korea Ltd.

(Seoul, Korea). The average functionality of PMDI was 2.7

and NCO content was 31.5 wt%. Pentaerithritol and glycerin

base polyether polyols were supplied from KPC Co. (Ulsan,

Korea). Distilled water used as a chemical blowing agent

was generated in our laboratory. Gelling catalyst was

triethylene diamines dissolved in dipropylene glycol from

Air Product, and blowing catalyst was pentamethyldiethyl-

ene from Chemicals, Inc. (Allentown, USA). Four different

kinds of polysiloxane ether surfactants were used from

different suppliers such as GE Bayer Silicones (Erkrath,

Germany), Air Products, Chemicals, Inc. (Allentown, USA),

and Goldschmidt’s (Essen, Germany). The polyols were

dehydrated at 90 oC for 24 h in a vacuum oven before use

and the other chemicals were used as received. The chemi-

cal compositions of the materials used in the preparation of

rigid polyurethane foams are shown in Table I.

Sample Preparations. Rigid polyurethane foams (PUF)

were synthesized by two-shot method. At first, polyol mix-

ture, catalysts and surfactant were put into a reactor and

mixed for 15 sec using brushless type stirrer at the rotating

speed of 2,500 rpm. After premixing, blowing agent was

put into the mixture of reactants and mixed for 10 sec using

brushless type stirrer at 3,000. PMDI then was put into the

reactants and all the reactants were mixed for 7 sec using

brushless type stirrer at 5,000. Finally, the reactants were

poured into the open mold (250 mm × 250 mm × 250 mm)

to produce free-rise foams and cured for 1 week at room

temperature. In order to avoid the change of thermal

conductivity and mechanical strength, the curing was done

at room temperature. The amount of surfactants varied from

0.5 to 3.0 parts per hundred polyol by weight (pphp). When

the distilled water was used as a blowing agent alone, the

amount of distilled water was 2.0 pphp. Also, when the mixed

blowing agent was used, the amount of mixed blowing

agent was cyclopentane/distilled water (10.0/1.0, pphp). The

amount of blowing agent was controlled to set the density

of 50 kg/cm3 for all PUF samples.

Density Measurements. Density of PUF sample was

measured according to ASTM D1622. The dimension of the

specimen was 30 × 30 × 30 mm (width × length × thickness).

Measurements were conducted five times per sample and

average value was used.

Analysis of Surfactants. Infrared spectra of surfactants

used in this study were obtained using a Perkin-Elmer fou-

rier transform infrared spectroscopy (FT-IR) over the fre-

quency range from 750 to 4000 cm-1. The FTIR measurements

were carried out at 26 oC and the spectra were collected at a

resolution of 8 cm-1 and 16 scans were accumulated. The

proton nuclear magnetic resonance (1H NMR) spectra of

surfactants dissolved in deuteroacetone (CD3COCD3) were

also recorded on a Varian NMR-AS500 spectrometer at

room temperature. 

Scanning Electron Microscopy. The morphology of the

PUF sample was observed using an S-4300SE field emis-

sion scanning electron microscope (Hitachi, Tokyo, Japan).

The samples were cryogenically fractured and the surface

was coated by gold before scanning. The accelerating volt-

age was 25 kV. We have counted 20 cells from the largest

cells and then the cell size was measured from the selected

Table I. Chemical Compositions Used in the Preparation of

Rigid Polyurethane Foams

Chemicals Weight(g)

PMDI 142.8

Polyol 100.0

Surfactant 0.5,1.0,1.5,2.0,2.5,3.0

Blowing Agents Distilled water 2.0

Cyclopentane/Distilled water 10.0/1.0

Catalyst 1.0
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20 cells out of all the cells.

Thermal Conductivity Measurements. Thermal con-

ductivity was measured using thermal conductivity analyzer

(model TCA Point2, Anacon) according to ASTM C518. A

sample was placed in the test section between two plates

which are maintained at different temperatures during the

test. Dimension of the specimen was 200 × 200 × 25 mm

(width × length × thickness). The thermal conductivities of

three specimens per sample were measured and averaged.

Results and Discussion

Figure 1 shows the FTIR spectra of four different kinds of

silicone surfactants named as surfactant A, B, C and D. It

seems that the four different silicone surfactants have a sim-

ilar structure. These surfactants are all grafted copolymers

which consist of a polydimethylenesiloxane backbone and

polyethylene oxide-co-propylene oxide side chain. In order

to investigate the silicone/polyether ratio in the silicone

surfactant, the surfactants (A to D) were investigated 1H NMR

spectroscopy. The chemical structure of silicone surfactants

used in this study is shown in Figure 2. It is believed that the

surfactants A to D have different silicone contents according to

the different ratios of backbone/side chain (silicone/polyether).

Figure 3 shows the 1H NMR spectra of the silicone surfac-

tants. The signal at δ =0.1 (a) and δ =3.6 (b) ppm is attrib-

uted to the protons of Si-CH3 bond and O-CH2-CH2 bond,

respectively. The signals at δ=3.3 (c), δ =1.1 (d) and δ =3.5

(e) ppm are ascribed to the protons of O-CH(CH3)-CH2

bond orderly.32-34 

The silicone/polyether ratio of each silicone surfactant

can be obtained by estimating area of each signal which

indicates the number of protons exists. The silicone/poly-

ether ratio of silicone surfactants A, B, C and D are shown

in Table II. The results shown in Table II indicate that sili-

cone/polyether ratio of the surfactant A is higher than other

silicone surfactants. The relationship between the silicone/

polyether ratio in surfactant and cell size will be discussed

in the following section. The shape and size of cell of the

polyurethane foams are important in the thermal conductiv-

ity of the rigid PUF since the thermal conductivity can be

lowered by reducing the cell size of the rigid PUF.26, 27 

Figure 4 shows the effect of surfactant content on the cell

morphology of rigid PUF blown by cyclopentane/distilled

water (10.0/1.0, pphp). From the results of Figure 5, it is

observed that the cell size of Figure 4 (a) to (f) is 500, 380,

358, 310, 460 and 490 μm, respectively. The cell size of

polyurethane foam starts to decreases from 500 to 310 μm

and, then, increases from 310 to 490 μm as the content of

the surfactant A increases. In other words, there is an inflec-

tion point at the surfactant content of 2.0 pphp indicating the

optimum content of surfactant and it is designated as critical

micelle concentration (CMC). The surfactant-polymer chains

seems to aggregate together when added more than the opti-

mum content. When excessive amount of surfactant is

added to the system, self aggregation can occur, then, the

Figure 1. FTIR spectra of four different silicone surfactants (A,

B, C and D).

Figure 2. The basic structure of silicone surfactant used in this

study.

Figure 3. 1H NMR spectra of four different silicone surfactants

(A, B, C and D).
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pressure in the bubbles increase due to low surface tension.

Consequently, the size of the cell increases due to the coa-

lescence of the cells. 

Figure 5 shows the effect of surfactant content on the cell

morphology of rigid PUF blown by distilled water only.

From the results of Figure 5, it is observed that the cell size

of Figure 5 (a) to (f) is 330, 290, 263, 232, 277 and 310 μm,

respectively. The cell size of polyurethane foam starts to

decreases from 330 to 232 μm and, then, increases from 232

to 310 μm as the content of the surfactant A increases. The

smallest and the uniform cells of the PUF could be obtained

when the content of the surfactant A was 2.0 pphp in case of

using distilled water as well as cyclopentane/distilled water

(10.0/1.0, pphp) mixture as blowing agents. From the results

of Figure 5(a) to (f), the standard deviation of the cell size

was observed to be 52, 45, 32, 24, 43 and 53 μm, respectively.

From the result of standard deviation, it is also suggested

that the cell size becomes more uniform when the content of

the surfactant is 2.0 pphp since the standard deviation of the

cell size shows the smallest value at 2.0 pphp.

The cell size of the PUF produced by chemical foaming

such as distilled water is known to be smaller than that pro-

duced by physical foaming such as cyclopentane.26,27 The

data obtained in this study showed similar results when

compared the cell size obtained from Figures 4 and 5. 

Table II. Each Signal’s Area and Silicone/Polyether Ratio of Surfactants from NMR Spectroscopy

 (a) (b) (c) (d) (e) Silicone/Polyether Ratio (%)

Surfactant A 19.04 28.41 2.18 7.70 3.96 45.1

Surfactant B 15.77 28.00 1.88 5.53 2.66 41.4

Surfactant C 14.66 24.22 2.37 6.99 2.98 40.1

Surfactant D 18.05 39.48 1.06 3.38 2.48 38.8

Figure 4. Scanning electron micrographs PUFs blown by cyclo-

pentane/distilled water (10.0/1.0 pphp) mixture with the content of

surfactant A (pphp): (a) 0.5, (b) 1.0, (c) 1.5, (d) 2.0, (e) 2.5, and (f) 3.0.

Figure 5. Scanning electron micrographs PUFs blown by dis-

tilled water with the content of surfactant A (pphp): (a) 0.5, (b)

1.0, (c) 1.5, (d) 2.0, (e) 2.5, and (f) 3.0.
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Figures 6 and 7 show the effects of surfactant content on

the cell size of rigid PUF for the surfactants A to D blown

by cyclopentane/distilled water (10.0/1.0, pphp) mixture

and distilled water only, respectively. From the results of

Figures 6 and 7, it is shown that the silicone surfactant A

leads to the lowest cell size of PUF probably due to the

higher surface activity. Silicone surfactant A having higher

silicone/polymer ratio seems to induce lower surface tension

and it prevents the coalescence of the cells in the PUF. The

smallest cells of the PUF are shown when the content of the

surfactant A was about 2.0 pphp. This inflection point in

cell size was also shown for other surfactants such as C and

D, however, the optimum content for each surfactant was

varied a little probably because of the difference in surface

activity due to structural difference. For the surfactant B, the

cell size is seen to decrease continuously up to 3.0 pphp and

the inflection point in cell size may be observed when the

content of surfactant is over 3.0 pphp.

Thermal conductivity is the most important factor for

thermal insulating materials. Figure 8 shows the effect of

surfactant content on the thermal conductivity of rigid PUF

blown by cyclopentane/distilled water (10.0/1.0, pphp) mixture

for the four different surfactants (A to D). As shown in

Figure 8, the thermal conductivity of PUF using surfactant

A shows the lowest value. The thermal conductivity of PUF

decreased from 0.0211 to 0.0203 kcal/mhoC when the content

of surfactant A is decreased from 0.5 to 2.0 pphp and, then,

increased from 0.0203 to 0.0210 kcal/mhoC when the content

of surfactant A is increased from 2.0 to 3.0 pphp. The

repeatability of the measurements of thermal conductivity

was very high, therefore, the standard deviation was observed

to be about 0.00005 kcal/mhoC for each PUF samples. 

Figure 9 shows the effect of surfactant content on the ther-

mal conductivity of rigid PUF blown by distilled water for

the four different surfactants (A to D). As shown in Figure

9, the thermal conductivity of PUF using surfactant A

shows the lowest value. The thermal conductivity of PUF

decreased from 0.0242 to 0.0221 kcal/mhoC when the

content of surfactant A is decreased from 0.5 to 2.0 pphp

and, then, increased from 0.0221 to 0.0233 kcal/mhoC when

the content of surfactant A is increased from 2.0 to 3.0

pphp. From the results of Figures 8 and 9, it is suggested

that the PUF using silicone surfactant A has better thermal

insulation property than PUF using other surfactants such as

surfactant B, C, and D. The results also indicate that the

silicone surfactant A is more surface active and induces

lower surface tension to the foaming system due to higher

silicone/polymer ratio as shown in the results of cell size. 

When the amount of surfactant A is 2.0 pphp in Figures 8

Figure 6. Cell size of PUFs with the surfactant content for the

four different silicone surfactants (A, B, C and D). PUF samples

were blown by cyclopentane/distilled water (10.0/1.0 pphp) mix-

ture.

Figure 7. Cell size of PUFs with the surfactant content for the

four different silicone surfactants (A, B, C and D). PUF samples

were blown by distilled water.

Figure 8. Thermal conductivity of PUFs with the surfactant con-

tent for the four different silicone surfactants (A, B, C and D).

PUF samples were blown by cyclopentane/distilled water (10.0/

1.0 pphp) mixture.
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and 9, the thermal conductivity of the PUF sample blown by

cyclopentane/distilled water (10.0/1.0, pphp) mixture shows

0.0203 kcal/mhoC which is lower than the thermal conduc-

tivity of the PUF sample blown by distilled water (0.0221

kcal/mhoC) only, even though the cell size of the PUF blown

by water is smaller than that blown by cyclopentane. This

difference is maybe due to the difference of the thermal con-

ductivities of the blowing gases used in this study such as

cyclopentane and CO2 which are 0.0110 and 0.0153, respec-

tively.

Figure 10 shows the relation between the thermal conduc-

tivity and cell size of rigid PUF blown by distilled water.

Thermal conductivities of the PUF decreased as the cell size

of the PUF decreased. From the results of Figure 10, it is

suggested that smaller cell size improves the thermal insula-

tion property of the PUF samples. For relation between thermal

conductivity and cell size of the PUF samples blown by

cyclopentane/distilled water (10.0/1.0, pphp) mixture, simi-

lar behavior was observed with the results shown in Figure 10.

If the blowing agent is fixed, then, the cell size is an impor-

tant factor to decrease the thermal conductivity of the PUF

samples. From the above results, it is suggested that the

rigid PUF samples having lower thermal conductivity can

be obtained by choosing the silicone surfactant containing

higher silicone/polyether ratio. Also, the optimum content

of silicone surfactant is an important factor to obtain the

lower thermal conductivity of the PUF samples.

Conclusions

Rigid polyurethane foams (PUFs) were synthesized with

environmentally friendly blowing agents such as cyclopentane/

distilled water (10.0/1.0, pphp) mixture and distilled water

only with four different silicone surfactants having different

silicone/polyether ratio, and an attempt was made to reduce

the thermal conductivities of PUF samples. 

From the results of scanning electron microscopy, opti-

mum concentration of silicone surfactant was found to be

about 1.5 to 2.5 phpp for the surfactants A to D to obtain the

smaller cell size and lower thermal conductivity. Silicone

surfactant having the higher silicone/polymer ratio showed

smaller cell size and therefore, showed the lower thermal

conductivity of the PUF samples.

From the relation between thermal conductivity and cell

size of the PUF samples, smaller cell size improved the

thermal insulation property of the rigid PUF for both the

samples blown by cyclopentane/distilled water (10.0/1.0,

pphp) mixture and distilled water only. If the blowing agent

is fixed, then, the cell size is an important factor to decrease

the thermal conductivity of the PUF samples. From the

above results, it is suggested that the rigid PUF samples having

lower thermal conductivity can be obtained by choosing the

silicone surfactant containing higher silicone/polyether ratio.

Also, the optimum content of silicone surfactant is an impor-

tant factor to obtain the lower thermal conductivity of the

PUF samples.

Acknowledgements. This research was supported by a

grant (code BC1-102) from Carbon Dioxide Reduction &

Sequestration Research Center, one of the 21st Century

Frontier Programs funded by the Ministry of Education,

Science and Technology of Korean government.

References

(1) D. Weaire and S. Hutzler, The Physics of Foams, Oxford Uni-

versity Press, New York, 1999.

(2) L. J. Gibson and M. F. Ashby, Cellular Solids, Cambridge

University Press, New York, 1997.

(3) G. Oertel, Polyurethane Handbook, Hanser Publishers, New

York, 1993.

(4) D. Klempner and K. C. Frisch, Handbook of Polymeric

Figure 9. Thermal conductivity of PUFs with the surfactant con-

tent for the four different silicone surfactants (A, B, C and D).

PUF samples were blown by distilled water.

Figure 10. Relation between thermal conductivity and cell size

of polyurethane foams blown by distilled water only.



M. S. Han et al.

50 Macromol. Res., Vol. 17, No. 1, 2009

Foams and Foam Technology, Oxford University, New York,

1991.

(5) M. Szycher, Szycher’s Handbook of Polyurethanes, CRC Press

LLC, Florida, 1999.

(6) Y. Yang, M. C. Gupta, K. L. Dudley, and R. W. Lawrence,

Adv. Mater., 17, 1999 (2005). 

(7) N. Sarier and E. Onder, Thermochim. Acta, 454, 90 (2007).

(8) W. J. Seo, H. C. Jung, J. C. Hyun, W. N. Kim, Y. B. Lee, K.

H. Choe, and S. B. Kim, J. Appl. Polym. Sci., 90, 12 (2003).

(9) K. S. Yang, X. Guo, W. Meng, J. Y. Hyun, I. K. Kang, and Y.

I. Kim, Macromol. Res., 11, 488 (2003).

(10) B. K. Kim, J. W. Seo, and H. M. Jeong, Macromol. Res., 11,

198 (2003).

(11) S. M. Kang, D. C. Ku, J. H. Lim, Y. K. Yang, N. S. Kwak, and

T. S. Hwang, Macromol. Res., 13, 212 (2005).

(12) S. Subramani, J. M. Lee, J. H. Kim, and I. W. Cheong, Mac-

romol. Res., 13, 418 (2005).

(13) H. D. Park, J. W. Bae, K. D. Park, T. Ooya, N. Yui, J. H. Jang,

D. K. Han, and J. W. Shin, Macromol. Res., 14, 73 (2006).

(14) D. I. Cha, K. W. Kim, G. H. Chu, H. Y. Kim, K. H. Lee, and

N. Bhattarai, Macromol. Res., 14, 331 (2006).

(15) J. K. Yun, H. J Yoo, and H. D. Kim, Macromol. Res., 15, 22

(2007).

(16) B. S. Min and S. W. Ko, Macromol. Res., 15, 225 (2007).

(17) C. H. Sung, K. S. Lee, K. S. Lee, S. M. Oh, J. H. Kim, M. S.

Kim, and H. M. Jeong, Macromol. Res., 15, 443 (2007).

(18) A. V. Raghu, H. M. Jeong, J. H. Kim, Y. R. Lee, Y. B. Cho,

and K. Sirsalmath, Macromol. Res., 16, 194 (2008).

(19) H. C. Jung, S. J. Kang, W. N. Kim, Y. B. Lee, K. H. Choe, S.

H. Hong, and S. B. Kim, J. Appl. Polym. Sci., 78, 624 (2000).

(20) K. C. Frisch, J. H. Saunders, and M. Dekker, Plastic Foams,

New York, 1976.

(21) H. Yoshimura, Y. Tamano, and S. Okuzono, J. Cell. Plast.,

32, 367 (1996).

(22) G. Caproli, R. Bernasconi, A. Hamilton, M. Van Liefferinge,

S. Barettini, and A. Cappella, J. Cell. Plast., 35, 27 (1999).

(23) U. S. Environmental Protection Agency (www.epa.gov), Fed-

eral Register, Vol. 65, No. 243, Rules and Regulations, page

78980, December 18, 2000.

(24) P. Ni, J. Li, J. Suo, and S. Li, J. Appl. Polym. Sci., 94, 534

(2004). 

(25) W. J. Seo, Y. T. Sung, S. J. Han, Y. H. Kim, O. H. Ryu, H. S.

Lee, and W. N. Kim, J. Appl. Polym. Sci., 101, 2879 (2006).

(26) W. J. Seo, Y. T. Sung, S. G. Kim, Y. B. Lee, K. H. Choe, S. H.

Choe, S. B. Kim, and W. N. Kim, J. Appl. Polym. Sci., 102,

3764 (2006).

(27) Y. H. Kim, S. J. Choi, J. M. Kim, M. S. Han, W. N. Kim, and

K. T. Bang, Macromol. Res., 15, 676 (2007).

(28) X. Cao, L. J. Lee, T. Widya, and C. Macosko, Polymer, 46,

775 (2005).

(29) T. Widya and C. W. Macosko, J. Macromol. Sci. Part B: Polym.

Phys., 44, 897 (2005).

(30) X. D. Zhang, C. W. Macosko, H. T. Davis, A. D. Nikolov, and

D. T. Wasan, J. Colloid Interf. Sci., 215, 270 (1999). 

(31) J. Grimminger and K. Muha, J. Cell. Plast., 31, 48 (1995). 

(32) M. H. Randal, Silicone Surfactants, Marcel Dekker, Inc.,

New York, 1999.

(33) M. Rutnakornoituk, P. Ngamdee, and P. Phinyocheep, Poly-

mer, 46, 9742 (2005).

(34) S. Chen, Z. Hua, Z. Fang, and G. Qi, Polymer, 45, 6519 (2004).



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Impact
    /LucidaConsole
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 1200
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 1200
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
  >>
>> setdistillerparams
<<
  /HWResolution [1200 1200]
  /PageSize [612.000 792.000]
>> setpagedevice


